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Office Organization

Dimensions in mm
Inches are approximate

464
(18 1/4")

MIN. WORKSURFACE WIDTH

26"

MIN. WORKSURFACE 
DEPTH

610 (24”)

75 (3”)

464
(18 1/4")

Desk bracket
mounts

1/4"
from edge
of cut-out

Center bracket on
viewport opening

  Detailed cut-out dimensions and mounting
	 instructions are included with each set.

FRONT EDGE

574 (22 19/32") f/24"Keyboard

102
(4")

664 (26 1/8") f/28"Keyboard

Material:	steel, epoxy powder-coated
	 Glass: tinted and tempered
	 Glare shield, trim grommet: plastic; Color: black
	 Keyboard tray width	 Item No.
	 24”	 639.90.390
	 28”	 639.90.396

Packing: 1 set (includes mounting instructions)

432
(17")

467
(18")

25
(1")

Keyboard
width

254
(10")

25
(1")

Monitor Suspension System
Flat Screen Monitors

Minimum work surface depth = 24”
Set consists of:
•	Flat panel arm
•	75 and 100 mm VESA mounting plates
•	Keyboard tray with locking slides
•	Tinted and tempered glass (1/4” thick) 
	 viewing surface
•	Glare shield 
•	Trim grommet
•	Load rating for monitor: 21 lbs. (9.5 kg)

Designed to fit monitors with 
these maximum dimensions.

• Keyboard width 28” is wide enough to allow a mouse to be used next to keyboard
• The same technology as the standard systems but designed to accept flat screen 
   computer monitors




