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Dimensions in mm

Inches are approximate

 

Sliding Door Hardware-Glass
Top Hung System

AH 1.220

1

EKU Porta 100 GWF

• Maximum door weight: 100 kg (220 lbs.)
• For glass thicknesses: 8, 10, 12 and 12.7 mm
 (5/16”, 3/8”, 15/32” and 1/2”)
• Maximum door height: 2700 mm (8’ 10 5/16”)
• Maximum door width: 1600 mm (5’ 3”)
• Combination sliding and fixed glass
• For 1 and 2 sliding glass doors
• Suspension with clamping shoe
• Rattle-free lower guide
• Simple installation
• No glass cut-outs required
• Suitable for tempered and laminated glass
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Ceiling Mounted
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Flush with Ceiling

Cut-out in upper track to insert 
or remove the running gear and 
track stopper.

Disposable cover used to protect 
the inside of the upper track from 
paint overspray.

50

1 31"   
  32

26

1  1"   
  32

42

1 21"   
  32

85

3 11"   
  32

115

4 17"   
  32

48

1  7"   
  8

53

2  3"   
  32

124

4  7"   
  8

5
    3"   
 16

42

1 21"   
  32

25

   31"   
 32

R=5
    3"   
 16

43

1 11"   
  16



Di
m

en
si

on
al

 d
at

a 
no

t b
in

di
ng

. W
e 

re
se

rv
e 

th
e 

rig
ht

 to
 a

lte
r s

pe
ci

fic
at

io
ns

 w
ith

ou
t n

ot
ic

e.

Dimensions in mm
Inches are approximate
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Sliding Door Hardware-Glass
Top Hung System

AH 1.221 

1
EKU Porta 100 GWF Set

Item No.
941.00.005

Set Components
Description Material Color/Finish Qty.

Double roller running gear – – 2 pcs.

Suspension bolt, M8 x 25 Steel zinc-plated 2 pcs.

Clamp shoe, adjustable from
8 – 12.7 (5/16” – 1/2”) Aluminum mill finish 2 pcs.

Track stopper, with adjustable retention spring Plastic gray 1 pc.

Track stopper Plastic gray 1 pc.

Floor guide, adjustable from
6 - 12.7 (1/4” - 1/2”) – – 1 pc.

Buffer Rubber black 1 pc.

Fascia clip Plastic gray 12 pcs.

Mounting screws – – 1 set

Note
Items are not available separately; use fascia clip every 300 mm (11 13/16”).

Individual Components
Description Material Color/Finish Length Item No.

Upper tracks, pre-drilled,
86 X 58 (3 3/8” x 2 9/32”) Aluminum anodized

2.5 m (8’ 2 7/16”) 941.00.256
3.5 m (11’ 5 25/32”) 941.00.356

6 m (19’ 8 1/4”) 941.00.606

Clip-on fascia, 
30 X 8 (1 3/16” x 21/64”) Aluminum anodized

2.5 m (8’ 2 7/16”) 941.01.025
3.5 m (11’ 5 25/32”) 941.01.035

6 m (19’ 8 1/4”) 941.01.060

Wall profile, 
15 X 15 (19/32” x 19/32”) Aluminum anodized

2.5 m (8’ 2 7/16”) 941.12.525
3 m (9’ 10 1/8”) 941.12.530
6 m (19’ 8 1/4”) 941.12.560

Fixed glazing profile/lower guide channel, 
Pre-drilled, 30 x 20 (1 3/16” x 25/32”) Aluminum anodized

2.5 m (8’ 2 7/16”) 941.01.725
3.5 m (11’ 5 25/32”) 941.01.735

6 m (19’ 8 1/4”) 941.01.760

Sealing profile Rubber black 20 m (65’ 7 13/32”) 941.00.103

Seal Plastic black 20 m (65’ 7 13/32”) 941.00.094

Disposable cover Plastic – 2 m (6’ 6 3/4”) 941.00.207

Milling jig – – – 941.00.095

Mounting set for fixed glazing profile Aluminum anodized – 941.01.899

Soft closer 10 - 60 kg (22 - 132 lbs.)

– – –

940.60.045

Soft closer 61 - 100 kg (135 - 220 lbs.) 940.60.010

Cover cap for notched service access in track 940.60.094

Drilling jig for notched service access in track 940.60.095

9/15


