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Dimensions inches/mm

DBF-	5-12-08

KIT - DBF-100xp, DBF-100xc and DBM-100xp
( D r y e r 	 B o o s t i n g 	 K i t s )	

Model A B C D E F G H I
Weight
lbs(kgs)

PV-100x
7	5/8

194
1

25
9	1/2

241	
3	7/8

98	

6	11/16	
170

8	7/8

225
6	1/16

154
10	13/16

275
3	1/4

83
7

3.0

Air Performance 

Model 
No.

Nom.
RPM

Volts
Max.
Watts

CFM v Static Pressure (SP) Ins. WG
Max.
SP

Duct 
Dia.
Ins.0” 0.125” 0.25” 0.375” 0.5” 0.75” 1.0” 1.25” 1.5”

PV-100x 2880 115 84 153 142 130 120 111 96 80 63 34 1.85 4”

3.25”
(82)

1.63”
(41)

6.12”
(156)

2.81”
(71)

1.94” (49)

3.88”
(98)

0.78”
(20)

High
Pressure

Inlet

0.19”
(5)
dia.
hole

0.44”
(11)

1.38”
(35)

3.25”
(82)

DBF-100xp
Clothes Dryer Exhaust Booster Kit 
with Pressure Sensor Switch

This	Premium	Dryer	Booster	Kit	
Includes	the	Following	Components:
1.	PV-100x	Duct	Boosting	Fan	(142	CFM)
2.	Air	Pressure	Sensing	Switch	with
				electronic	cycle	timing	board	 	
3.	Fan	Mounting	Bracket

DBF-100xc
Clothes Dryer Exhaust Booster Kit 
with Current Sensor

This	Premium	Dryer	Booster	Kit	Includes	
the	Following	Components:
1.	PV-100x	Duct	Boosting	Fan	(142	CFM)
2.	CS-325	High	Current	Sensing	Switch			
3.	Fan	Mounting	Bracket

DBM-100xp
Clothes Dryer Exhaust Booster Kit with 
Duct Mounted Pressure Sensor Switch

This	Premium	Dryer	Booster	Kit	
Includes	the	Following	Components:
1.	PV-100x	Duct	Boosting	Fan	(142	CFM)
2.	Duct	Mounted	and	pre-wired	Air	Pressure		
				Sensing	Switch	with	electronic	cycle	timing		
				board
3.	Fan	Mounting	Bracket

1.95”

3.44”

0.96”


