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COPPER LEDGE SHELF

Installation Requirements
The Copper Ledge Shelf comes to you in a Brush Finish that 
is uncoated for full health benefits. It has a 99.7% copper 
material alloy.100-pound carry capacity and we recommend 
not exceeding the weight to avoid seeing any deflection in 
your installation.

Installation Requirements
• 3/32” and 5/16” drill bits for pilot holes and holes for some 
screws and anchors.
• #8-2 in Screws (4) and (4) Drywall anchers if necessary.
• Tape Measure
• Hammer
• Level Measure
• Stud Finder

This installation document should not be considered a specific 
recommendation for your particular application. Federal Brace 
cannot provide installation guidelines to meet the particulars 
of every installation. View this document as a help sheet that 
provides considerations about general installation.

Copper Ledge Shelf (05034)
1. Shelf can be installed using #8-2 screws on stud walls or 

on drywall with anchors.
2. Install the Left/Right  mounting bracket onto the stud wall/

drywall using drywall anchors by marking Key-Hole Slots 
at suitable height. Drill a pilot hole and install one screw in 
each keyhole position, leaving it out from the wall a 1/4”.

3. Use your leveler to check before fastening your bracket.
4. Space the brackets 18” apart.
5. Tighten the key slot screw tight enough until the brackets 

look sturdy.
6. Place the solid shelf on top of the brackets.

Final Steps
Enjoy your work. We are happy that you chose to support 
your project with Federal Brace brackets. We would be very 
grateful for images of your finished installation. Everyone 
enjoys seeing Federal Brace supports at work. Also, know 
that the highest compliment Federal Brace can receive is a 
reference from our customers to their friends and family. If 
you have enjoyed your buying experience with Federal Brace, 
please let someone know. Thank you!
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