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IMPORTANT NOTES
Fiead instructlons carefully before you begin installing.
This spice shelf will fit any 18° cabingl with recessed Q
panel doors, and 18" ar wider slab or raised panel siyle

doars., Ferinstallation on other doors, see spegial note,

PARTS LIST TOOLS NEEDED
1 - Spice Shell Philips Head Screwdriver
2 - KD Fasteners Ruler or Tape Measure
§ - 3/4 #6 Ph, Hd, Screws Pencil

1 - Installation Sheat - Drllb and 3/32" Drill Bit

STEP 1

Assemble KD fasteners to each end of the spice sheli as shown in Fig, 1. Locate KD
fastener with sguare sdge toward the back edge of the spice shell. Maik holes with a
pencil, Hemeve KD {astener and drill 2/22" diameter by 1/4" deep holes. Assemble the
KD fasteners with 2 - 3/4 #5 sorows.

This splca shelf s designed to set ovar an exiating shelf in your cabinet, Fig. 2, allowing
you to postion the splce shelf in various lecations or mount two on the sama doar. When
doing this, allow 1/8" clearance between the top ohihe cabinet shelf and the bottam of the
upper shalf in tha spice shelf.

STEP 2
Lovale spicashelf againstinside of cabinet door where desired, making sure it is level and
that the door will cluse. Center the shelf from side to side and mark hole Iocations,

STEP 3
Remove spice shelf from dogr and drill pilst hole at marked locetions, 3/32" diameter by
1/4” desp, DO NCT DRILL DEEPER THAN 124" YOU MAY DAMAGE THE DOOR.

STEP 4
Align the spice shelf with the pilot holes and insert screws, DO NOT QVERTIGHTEN,
SCREWS STRIP EASILY IN WOOD. ‘

SPECIAL NOTE: For door styles not listed above, discard the KD fasteners and screws
provided. It may ba possible to install by drilling heles in the back of the spice shelf and
fastening it directly through te the back of the door, ~—~CAUTION-— Make cetlain the door
is thick enough to accept this type ofinstaliation. Ifso, purchase the proper length screws
and install, following steps 2, 3, and 4.
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